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Face, ID+Face, Card/Face, Card, Face, ID+Face, Card+Face, Card/Face, Face, ID+Face, Card+Face, Face, ID+Face, Card+Face,
Card+Photo Card, Card+Photo Card/Face, Card, Card+Photo Card/Face, Card, Card+Photo

1 Second Less than 1 Second 1 Second Less than 1 Second
Specialized IR Sensor Specialized Dual Sensor Specialized Dual Sensor Specialized Dual Sensor
Optional Mifare Optional Mifare Optional Mifare Optional Mifare

TCP/IP, USB Host, Weigand
TCP/IP, USB Host, Weigand

Communication TCP/IP, USB Host TCP/IP, USB Host Output, Push to Server,
Output, Push to Server

Verification

Optional Wiegand Input, Wi-Fi

Attend Scheduled Bell, Workstatus, Photo ID, Scheduled bell, Work Photo ID, Scheduled bell, Work Photo ID, Scheduled bell, Work Status,
endance

Daylight Saving Status, Workcode, Daylight saving Status, Workcode, Daylight saving Workcode, Daylight saving
—

2.8 inch TFT Color Screen

Keypad 4*4 Touch Keypad

Working Temperature | 0C—40C

Working Humidity 20% - 80%

Certification CE, FCC, Class A ROHS

Built-in relay contact door lock, door "

Built-in relay, contact door lock, Door
sensor and exit button input, Time Zone, Replay Output _ .

sensor and exit button input
Access Group

2.8 inch TFT Color Screen 3.5 inch TFT Color Screen
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20% - 80% 20% - 80% 20% - 80%
CE, FCC, Class AROHS

CE, FCC, Class AROHS CE, FCC, Class AROHS

E'."

7

O
-1
1

www.face-id.co.za
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